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TWISTER ® AL/CU
WIRE CONNECTORS

WARNING:  
AL-CU (intermixed – dry locations). For use with Aluminum-to-Copper, Copper Clad Aluminum (CCA)-to-Copper, or CCA-to-CCA wire 
combinations. One-time use only, do not reuse connector.

Temperature rating 105°C (221°F)
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See website for a complete listing of wire combinations.

Wire Connector
also listed as

grounding 
equipment

MODEL COLOR WIRE COMBINATION RANGE QUANTITY PART NO.

65

Purple

1 #10 Al solid w/1 or 2 #10 Cu solid
1 #10 Al w/1 or 2 #12 Cu
2 #10 Al solid w/1 #12 Cu 
1 #10 Al w/1 or 2 #14 Cu 
2 #10 Al solid w/1 #14 Cu 
2 #12 Al solid w/1 #10 Cu

1 #12 Al solid w/1 or 2 #10 Cu 
1 #12 Al stranded w/1 or 2 #10 Cu solid 

1 #12 Al w/1 or 2 #12 Cu 
 2 #12 Al solid w/1 #12 Cu

1 #12 Al w/1 or 2 #14 Cu 
2 #12 Al solid w/1 #14 Cu 
1 #10 Al w/1 or 2 #18 Cu 
2 #10 Al solid w/1 #18 Cu
1 #12 Al w/1 or 2 #16 Cu 
2 #12 Al solid w/1 #16 Cu 
1 #10 Al w/1 or 2 #16 Cu 
2 #10 Al solid w/1 #16 Cu
1 #12 Al w/1 or 2 #18 Cu 
2 #12 Al solid w/1 #18 Cu

Card of 2 30-065

Card of 10 30-765

Card of 25 30-165

Box of 100 30-265

Carton of 1,000 30-365

Aluminum-to-Copper Twist-On
IDEAL Twister® Al/Cu Wire Connector is the only twist-on wire 
�F�R�Q�Q�H�F�W�R�U���V�S�H�F�L�À�F�D�O�O�\���G�H�V�L�J�Q�H�G���W�R���S�U�H�Y�H�Q�W���D�O�X�P�L�Q�X�P���F�R�U�U�R�V�L�R�Q���D�Q�G��
ensure a tight, secure aluminum-to-copper wire connection. This 
one-piece design installs easily by hand with no special training or 
tools and handles a wide range of aluminum-to-copper or 
copper-to-copper wire combinations. 

The Twister® Al/Cu Wire Connector is perfect for pig-tailing a 
�F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U���R�Q�W�R���D�O�X�P�L�Q�X�P���E�U�D�Q�F�K���F�L�U�F�X�L�W���Z�L�U�L�Q�J���L�Q���U�H�W�U�R�À�W��
applications. 

Tough, thermoplastic shell

Live-action, square-wire spring 
expands and contracts with 
aluminum wire

Corrosion resistant compound 
cuts corrosion build-up on 
aluminum conductors

Longer thermoplastic skirt 
increases dielectric strength

Entry cap retains corrosion 
resistant compound

�‡	�7�K�H���R�Q�O�\���8�/���������&���/�L�V�W�H�G���D�Q�G���&�6�$���&���������������������&�H�U�W�L�À�H�G�����W�Z�L�V�W���R�Q���D�O�X�P�L�Q�X�P���W�R���F�R�S�S�H�U���Z�L�U�H���F�R�Q�Q�H�F�W�R�U�����&�R�P�S�O�L�H�V���Z�L�W�K���1�(�&���6�H�F�W�L�R�Q��
	 #110-14(b) for aluminum-to-copper connections. Also listed to UL 467 for grounding and bonding. 
�‡	�3�U�H���À�O�O�H�G���Z�L�W�K���D���V�S�H�F�L�D�O�O�\���I�R�U�P�X�O�D�W�H�G���F�R�U�U�R�V�L�R�Q���U�H�V�L�V�W�D�Q�W���F�R�P�S�R�X�Q�G���Z�K�L�F�K���F�X�W�V���D�Q�G���S�H�Q�H�W�U�D�W�H�V���F�R�U�U�R�V�L�R�Q���E�X�L�O�G���X�S���R�Q���F�R�Q�G�X�F�W�R�U�V���I�R�U�� 
	 increased conductivity and cooler connections. 
•	 The live-action, square-wire spring maintains constant pressure on the conductors as it allows aluminum conductors to expand during  
	 load demand. With the load demand reduced or turned off, the aluminum conductors contract while the spring continues to maintain a 
	 tight, secure and lasting connection. 
•	 The longer thermoplastic skirt increases dielectric strength while the entry cap retains the corrosion resistant compound.
•	 This compact connector with swept-wings and a hexagonal head installs easily by hand or with a 3/8 in. nut driver. 


